
VILLAPARK OAK FARINA ~ 1 m²

VILLAPARK OAK FARINA

Oak Farina 4-6
2-layer parquet · Bauwerk

Rustic

Natural Oil Finished

2.5 mm top layer · 9.5 mm total thickness

100% underfloor heating compatible

Villapark Oak Farina is a 2-layer engineered parquet with natural oiled finish and deep brushed surface, offered in three 
character grades from very smooth to rustic. Fully compatible with underfloor heating.

Parquet is a natural product. The picture on the front side shows the wood character in an average of one square meter and is not guaranteed true colour.



VILLAPARK OAK FARINA
Oak Farina 4-6
2-layer parquet · Bauwerk

✓ 2.5 mm top layer ✓ 100% underfloor heating compatible

CONSTRUCTION

Engineered Hardwood
2.5 mm top layer · 9.5 mm total thickness

Product Category: Engineered Hardwood

Collection: Villapark

Top Layer Thickness: 2.5 mm

Total Thickness: 9.5 mm

APPEARANCE & FINISH

Wood Character: Grade 35, Vivid

INSTALLATION & COMPATIBILITY

100% underfloor heating compatible

Laying Pattern: Ship Deck; English Bond

Underfloor Heating: 100% Compatible

ORIGIN & CERTIFICATIONS

Wood Label: Wood from Responsibly Managed Forests

CONTINUE THE KULTTUR EXPERIENCE

1 View product online
Full details, gallery, related shades

2 Request a personal quote
Reply within 24 hours

3 Book a showroom visit
Bd. Dacia 153–155, Bucharest
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